NTU-RG-5421G-Wac poyTepliH 6anTay HYCKAYJIBIFH.

MAHBIZIEI! Bysnn poyTep (TepMmuHal) kamMeHTTepre Tek GPON TexXHOJOI'MSICH apKBLIB
KOCHBUIanbl

o o 00/1000 \
[ ON/OFF 12V PON —e - : s - l
l . = |~ | p— , LI;%L | P 1 | s | F R 1 | N |
QI L &R Y o e ) o) o] ||
l ‘ -_@+ v use : Phone LAN 10/100/1000 | |




NTU-RG-5421G-Wac poyTepliH 6anTay HYCKAYJIBIFH.
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NTU-RG-5421G-Wac poyTepliH 6anTay HYCKAYJIBIFH.

1-KAJTIAM.

PoyTepnl KyaT KO31HEe KOCHHH?S.
PoyTepniH ke3 keJjreH LAN VANBIFHHAH NAaTUKOPIOTH (PpOyTepMeH Olpre OeplJil'eH
apaJiblK HMWOFEPCEIM) HOYTOyKKe HeMece nepbec komnbioTepre (IOK) KOCHHEBS.

2-KAJIIAM.

Bpay3epnl, MyMkK1H ©OoJjica Google chrome Opay3eplH allbIHEBIS.

MekeHXxal XOJILHIOAa KeJjeciHil xaswvHe3 http://192.168.0.1 (OaruTTayBIIITHH
63n01T1HeH OepljreH IP-MeKeHXaWsl) .

ComaH KeMlH POyTep MHTephelMCclHe KIpy VII1H HamaJlaHyIBl aTel MEH KYIIUS
Co3I1 €HI131H13:

v Kipy: admin

v Kynmsa ces: kW5i 1bYC6os



http://192.168.0.1/

NTU-RG-5421G-Wac poyTepliH 6anTay HYCKAYJIBIFH.

3-KAJIAM.
WAN kxipikTipMeciHlH PON WAN 1mkil OejiMliHOE CKPMHIIOTTa KOPCeT1JreHIeM OacCTallKhl
rnapaMeTpJiepnl OPBIHIOAHBIS:

NTU-RG-5421G-Wac:rev.B

dl Status PON WAN
ﬁ\l;':rrqeiess This page is used to configure the parameters for PONWAN
i 200 7]
Enable VLAN: V]
- :,Hes VLAN ID: B02.1p_Mark
i VoIp Channel Mode:
il Diagnostics Enable firewall: [
i Admin Connection Typel[ INTERNET TR069 ||
i Stetistics Default Route: O Disable f® Enable
Enable IGMP-Proxy: [
IP Protocol: (Pva V]
WAN IP Settings:
Type: @ pHCP O Fixed IP
IP Address: Gateway:
Subnet Mask: IP Unnumbered:
Request DNS: @ Enable O Disable

Primary DNS Server:
Secondary DNS Server:

[ Aoply C‘hanges] l Delete |




NTU-RG-5421G-Wac poyTepliH 6anTay HYCKAYJIBIFH.

4-KAIIAM.

WAN kipikTipmMecliH1H VPN OesllMiHIOE KJIMEHTT1K KOCBUIBIMIBI CKPMHIIOTTA
KepCeT1JireHney OalTaHB3:

NTU-RG-5421G-Wac:rev.B

o Status LZTP VPN Configuration
LAN
B Wireles
- VAN L2TP VPN:
PON WAN
- VN Server: 2tp.internet.beehne.kz j
- L2TP Tunnel Authentication:
:\:‘};\h Tunne! Authentication Secret:
& Advance PPP Authentication: Auto
i Oiagnostics PPP Encryption:
al Admin fserName: 0013648661
B Statistics Esswmd: 06495000009 j
PPP Connection Type: Parisient v

idle Time (min):
MTU;

-

LZTP Table
Select Interface Server Tunnel Authentication PPP Authentication MU Default Gateway Action

ppplil_R2tpd Ztpantemet. beeine. bz NONE AUTO 1438 | | Disconnect



NTU-RG-5421G-Wac poyTepliH 6anTay HYCKAYJIBIFH.

S-KAIIAM.

2,4 TTu xMl1iJlTiHe apHaJFraH Wi-F1 napamMeTpJieplH OPHATHHH?S (1-CKPMHIOT) :

NTU-RG-5421G-Wac:rev.B

M Status WLAN Basic Settings

LAN
This page 5 usad t ifigure the parameters for WLAN dients which may connect to your Access Point. Here you may change wireless encryption settngs as well as wireless netwark parameters

Disable WLAN Interface

Band:
Mode: F [ M
SSID: ELTX-2.4GHz_ WiFi_BBS
Hide SSID: O Enabied @ Disshiad
Channe! Width: SOMHz - |
Current Channel Width: S0M2
Control Sideband:
M EasyMesh Allowed Channels:
1 2 3 4 5 6 7 8 9% 10111213

v M Vi Vv

Channel Number: | AUlD v
Radio Power (%); 100% + |
Limit Associated Chent ———
Number: Orsabled

Associated Cients; | Show Active WLAN Clients

Enable Universal Repeater Mode (Acting as AP and
client simultaneculy)
Regdomain: RUSSIAN(12)



NTU-RG-5421G-Wac poyTepliH 6anTay HYCKAYJIBIFH.

5-KAIAM (xasiracsl) .

2,4 TTu xMi1JilTiHe apHaJifraH Wi-F1 napaMeTpJieplH OPHATHHHS (2—-CKPUHIOT) :

NTU-RG-5421G-Wac:rev.B

o Status WLAN Security Settings
LAN _
: WLAN cecurity q \ f
M Wiretess
) A (D &40 - ==
mwiand {240H SSID Type: [Root AP - ELTX-2 4GHz_WiFI_BEB9A v |
tus

Encryption: | WPA2

Authentication Mode: J Enterprise (RADIUS) @ Personal (Pre-Sha
IEEE 802.11w: O
WPA2 Cipher Sulte
WPs Group Key Update Timer: [864/
mvianl (SGHz) Pre-Shared Key Formal: |Passphrase ‘

AN Bonky Thanane

B Sevices SR SN

N VolIP



NTU-RG-5421G-Wac poyTepliH 6anTay HYCKAYJIBIFH.

5-KAIAM (xasFacsl) .

Eckepry! Kaxer 6Oojica, Wi-Fi xemniciHiy xmuijgiriH 5 T'Tu-ke opHaTyFa OoJambl
CKpMHWoOT 1) :

NTU-RG-5421G-Wac:rev.B

i X3tus WLAN Basic Settings
LAN . ;
NS page s used to nhigure the parameters for WLAN 2nts winch may connect 10 vour ACcess Point, Here vou ma Nanoe WIresess 2n DLON SELINGS &5 Wl 35 WIrEEsSS Network par

s \ireless
wian0 (2.4GHz2)
FRVEREN SE/YIt Disable WLAN Interface
mwiani VSSHI,'

Band; [5 GHZ (AN=AC) ~]
Mode: [AP <] Multipie AP
SSI1D: ELTX-5GMz Wi _BRO3
I 3
Hide SSID: Enabled (& Desabled
Access Control Channel Width: [20MHz -
Wi-A Radar Current Channel Width: BOMHZ
WPS Control Sideband:
@ EasyMesh Allowed Channels;
- VA 36 40 44 48 52 56 60 64 132136140 144 149153 157 161 165
Ml Services SEa&Ea8 00000 0 0 ] 1 f
o VolIP Channel Number: AUI{DFS) v
M Advance Radio Power (%): 100%
il Ceagnostics Limit Associated Client e e
8 Admin Number: | Drsabied -
B Statistics Associated Clients: Show Active WLAN Clients

Enable Universal Repeater Mode (Acting as AP and
client simultaneouly)

Regdomain: RUSSIAN(12)




NTU-RG-5421G-Wac poyTepliH 6anTay HYCKAYJIBIFH.

5-KAIAM (xasFacsl) .

Eckepry! Kaxer 6ojica, Wi-Fi xemiciHiy xmuijgiriH 5 T'Tiu-ke opHaTyFfFa OoJambl
CKPMHIIOT 2) :

NTU-RG-5421G-Wac:rev.B

i Status WLAN Security Settings
LAN ) ) )
A his page allows you setup the WLAN security. Turn on WEP or WPA by using Encryption Kevs could prevent any unauthorized sccess to vo
i Wireless
Ewian0 (2.4GHz)
mwianl (SGH2

Status

SSID Type: [Ro0t AP - ELTX-5GHZ_WIFi_BB94 |

Encryption: [WPA2
Basic Sattings ,
Authentication Mode: Enterprise (RADIUS) @ Personal (Pre-Shared Key
IEEE 802.11w: N

WPA2 Cipher Suite: 1y

Wi-Fi Radar Group Key Update Timer: | 854

Advanced Settings

WPS Pre-Shared Key Format: (Passphiase. v |
3 VAN 1

) Apply Changes
I Services . .

i VoIP

| Advance

-l e Hre
B Va0nostics
M Admin

| tatstics



NTU-RG-5421G-Wac poyTepliH 6anTay HYCKAYJIBIFH.

6-KAIAM.
VIHTepHET CEeaHCHHEH KyM1H TekceplH1ls (L2TP xoHe WAN xoHomrypaumsicet UP kyllHe
6Tyl KepekK) :

admin

NTU-RG-5421G-Wac:rev.B

Hardware Version

Uptime 21 mén
TP0e Date/Time w Jan 1 21:411
[ 1PON Ema«)e 1 Firmware Version (Active) 2,5.1.166 j
LAN Image 2 Firmware Version 2.5.0.44249
VolP CPU Usage
AN

Memory Usage

B Wireless

VAN Name Servers 8.34.34.5, 37.9%
i Services IPv4 Default Gateway pppil
- \VolP IPvh Default Gateway
M Advance
Ml Diagnostics LAN Configuration
i Admin IP Address 192.168.1.1
i Statistics Subnet Mask 255.255.25
DHCP Server Enabled
MAC Address ¢cc:9d:32:d5:bb:94

WANConfiguration

e VLAN ] Connection . = Ly Subnet 0 y IGMP A
srface . atews Wi St
Interfacs D MAC Type Protocol Address Mack Gateway | NAPT | Firewall Proxy 802.1p |Status

nash_ ¢:5d:32:d5:bb:S4 | INTERNET _TROGS IPok 10.20.49.98] 255.255.255.0] 10.20.49.1 | Enzbled | Disabied | Disabled
L2TP Configuration
Interface Protocol Local IP Address Remote IP Address Status




NTU-RG-5421G-Wac poyTepliH 6anTay HYCKAYJIBIFH.

7-KAIIAM.

lHTepHEeTKEe K1pPy MYMKIHIOIT'1H TEKCEP1H1S3.

[larpmajiadynaHd paxaT ajeHes ©



